Hi-MO [®

LR4-60HPB

355~375M

= Suitable for household projects

= Advanced module technology delivers superior
module efficiency
» M6 Gallium-doped Wafer «9-busbar Half-cut Cell

= Excellent outdoor power generation performance

= Aesthetic appearance with all black module design

12-year Warranty for
Materials and Processing

25-year Warranty for Extra
Linear Power Output

Complete Systemand
Product Certifications

IEC 61215, [EC 61730, UL 61730
1509001:2015: ISO Quality Management System
1S014001: 2015: ISO Environment Management System

1S045001: 2018: Occupational Health and Safety

TS62941: Guideline for module design qualification and type approval
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Mechanical Parameters é‘i
Cell Orientation 120 (6 20) ' 5a
Junction Box IP68, three diodes
Output Cable 4mm?, 1200mm é [D 5
Connector MC4
Glass Single glass, 3.2mm coated tempered glass
Frame Anodized aluminum alloy frame i\
Weight 19.5kg = — :: DR
Dimension 1755X1038X30mm Tolerance: = Eﬁ':'
Packaging 36pcs per pallet / 216pcs per 20° GP / 936pcs per 40’ HC \ﬁzﬁh iiZEnmmm @@ﬂi %
C AA B8
Electrical Characteristics  STC:AM1.5 1000W/m? 25°C  NOCT:AML.5 800W/m? 20°C 1m/s Testuncertaintyfor Pmax +3%
Module Type LR4-60HPB-355M LR4-60HPB-360M LR4-60HPB-365M LR4-60HPB-370M LR4-60HPB-375M
Testing Condition STC  NOCT STC  NOCT STC  NOCT STC  NOCT STC  NOCT
Maximum Power (Pmax/W) 355 2667 360 2704 365 2742 3710 2779 375 2817
Open Circuit Voltage (Voc/V) 40.6 382 40.8 384 41.0 386 41.2 387 414 389
Short Circuit Current (Isc/A) 11.25 9.12 11.33 9.19 1141 9.26 11.50 9.33 11.58 9.39
Voltage at Maximum Power (Vmp/\/) 346 322 348 324 35.0 326 352 328 354 33.0
Current at Maximum Power (Imp/A) 10.27 8.28 10.35 8.35 1043 842 10.52 8.49 10.60 8.56
Module Efficiency(%) 195 19.8 200 203 206
Operating Parameters Mechanical Loading
Operational Temperature -40°C ~+85°C Front Side Maximum Static Loading 5400Pa
Power Output Tolerance 0~3% Rear Side Maximum Static Loading 2400Pa
Voc and Isc Tolerance +3% Hailstone Test 25mm Hailstone at the speed of 23m/s
Maximum System Voltage DC1000V (IEC/UL}
Maximum Series Fuse Rating 20A
Nominal Operating Cell Temperature 45+2°C Temperature Ratings (STC)
Protection Class Class || Temperature Coefficient of Isc +0.050%/°C
) ) ULtypelor2 Temperature Coefficient of Voc -0.265%/°C
Fire Rating IECClass C Temperature Coefficient of Pmax -0.340%/°C

Specifications included in this datasheet
are subject to change without notice.
LONGi reserves the right of final
interpretation. (20211124DraftVv03)

N0.8369 Shangyuan Road, Xi'an Economic And
Technological Development Zone, Xi'an, Shaanxi, China.
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